HIGH TOWER ARMORY MBS 22™
BINAK (BINARY® ADAPTER KIT)

For the Franklin Armory® BFSIII® 22 Series
ASSEMBLY INSTRUCTIONS AND USER GUIDE

This manual should always accompany your MBS 22 or equipped firearm upon transfer of
possession or ownership. Electronic copies can be downloaded from www.HighTowerArmory.com.

WAIVER AND RELEASE: Firearms are inherently dangerous mechanical devices. By purchasing,
using, or installing this Binary Adapter Kit (BINAK) for use in conjunction with the MBS 22, 10/22,
and Franklin Armory BFSIIl 22, you agree to accept complete liability for the installation and use of
the aforementioned products. Furthermore, you agree to extend the terms of the Franklin Armory
BFSIIl Waiver and Release to include High Tower Armory (HTA) as an equally indemnified party, and
release HTA from any and all liability for injury, loss, damage, or death relating to the installation,
use, or misuse of these products. The purchaser also accepts a duty to inform any transferee who
uses, buys, borrows, or in any way possesses this product of the terms of this waiver, which shall
apply to said person/s. Read the BFSIIl 22 manual and waiver, available at FranklinArmory.com.

WARNING: ALWAYS CONFIRM THE FIREARM IS UNLOADED AND CHAMBER CLEARED BEFORE INSTALLATION
OR DISASSEMBLY AND ALWAYS KEEP THE MUZZLE POINTED IN A SAFE DIRECTION! DISENGAGE SAFETIES
ONLY WHEN READY TO FIRE!

A WARNING: A FIREARM EQUIPPED WITH THE MBS 22 MAY FIRE IF DROPPED OR STRUCK. FAILURE TO FOLLOW
THESE INSTRUCTIONS AND WARNINGS CAN SIGNIFICANTLY INCREASE THIS RISK! INCORPORATING OTHER
AFTERMARKET 10/22 PARTS OR MODIFICATIONS CAN ALSO SIGNIFICANTLY INCREASE THIS RISK!

THE MBS 22’S TRIGGER INCORPORATES A “PASSIVE TRIGGER SAFETY”
FEATURE TO REDUCE THE RISK OF ACCIDENTAL DISCHARGES BY ARRESTING || Passive Trigger Safety
REARWARD TRAVEL OF THE TRIGGER LINKAGE IF DROPPED OR IMPACTED.
THIS SAFETY FEATURE CAN BE RENDERED INEFFECTIVE BY IMPROPER
INSTALLATION OF THIS KIT AND/OR THE MBS 22. ONCE ASSEMBLED, THE MBS
22’S PASSIVE TRIGGER SAFETY SHOULD ROTATE REARWARD WHEN PRESSED
AND THEN FULLY FORWARD, UNASSISTED, WHEN RELEASED. DO NOT USE
THE MBS 22 UNLESS THIS SAFETY FEATURE IS FUNCTIONING PROPERLY!

WARNING: THE MBS 22’S FRONT TRIGGER SAFETY SERVES ONLY AS AN T
A ERGONOMIC MEANS OF QUICKLY BLOCKING THE 90/22’S TRIGGER WITH THE FIRING HAND TO HELP PREVENT
UNINTENTIONAL TRIGGER PULLS, BUT DOES NOT LOCK THE FIREARM LIKE THE BSFIIl 22’S SAFETY. FOR THIS
REASON, THE BFSIIl 22’S SAFETY SELECTOR SHOULD BE CONSIDERED THE PRIMARY SAFETY. KEEP BOTH
SAFETIES ENGAGED UNTIL READY TO FIRE AND RE-ENGAGE BOTH SAFETIES AS SOON AS YOU STOP FIRING!

A CA PROPOSITION 65 WARNING:
USING THIS PRODUCT CAN EXPOSE YOU TO LEAD AND OTHER CHEMICALS KNOWN TO THE STATE OF
CALIFORNIA TO CAUSE CANCER, BIRTH DEFECTS, AND OTHER REPRODUCTIVE HARM. USE ONLY IN WELL
VENTILATED AREAS AND WASH HANDS AFTER USE!

A WARNING! SERIOUS INJURY OR DEATH MAY RESULT FROM:

- USING THIS PRODUCT IN AN UNSAFE MANNER.

- ALTERING THIS PRODUCT, THE HTA MBS 22, OR THE FIREARM IN ANY WAY.

- FAILURE TO WEAR PROPER HEARING AND EYE PROTECTION (ANSI Z87.1 STANDARDS)

- FAILURE TO PROPERLY FOLLOW THESE INSTRUCTIONS AND WARNINGS.

- FAILURE TO USE THE BINARY SELECTOR SAFETY AND THE MBS 22 FRONT SAFETY.

- FAILURE TO FOLLOW THE WARNINGS AND INSTRUCTIONS FOUND IN THE HTA MBS 22, RUGER 10/22,
AND FRANKLIN BSFIIl 22 MANUALS. IF YOU DO NOT HAVE A COPY OF THE MBS 22 MANUAL, YOU CAN
DOWNLOAD A COPY FOR FREE FROM HIGHTOWERARMORY.COM.
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| Assembly Instructions |

WARNING: Before proceeding, verify the firearm is unloaded by removing the magazine, opening the
bolt, and visually confirming that the chamber is empty!

Remove Take-Up
Remove the MBS 22’s Upper Assembly and 10/22 barreled action (if installed) jLSelectorif needed j¥

and unscrew the safety levers from the BFSIII 22 safety assembly. i

Install the Franklin BFSIII 22 trigger assembly in the MBS 22 Lower by following
the instructions found on pages 7, 9, & 10 of the MBS 22 manual. The BFSIII 22
trigger MUST be installed with the MBS 22 Direct Pull Linkage only!

WARNING: The BFSIIl 22 may fail the standoff test described in steps 16-19

of the MBS 22 manual, even with the Take-Up Selector in position 1. If this is the case, remove the
Take-Up Selector completely, reinstall the MBS 22 Direct Pull Linkage and test for the correct standoff
in “position 0”. The MBS 22 must pass the 3/32” standoff test described in steps 16-19 before using!

Pass the included 4-40 x 5/8” bolts through the BFSIIl 22 safety levers and
BINAK spacer (“OUT” facing out). Align the indexing steps on each part to

ensure correct orientation. Secure them to each side of the BFSIII 22 safety ,
hub as described in the BFSIII 22 instruction manual.

WARNING: The MBS 22 BINAK spacers can be secured out of alignment l
with the BFSIIl 22, indicating an incorrect status of the BFSIIl 22’s safety. ‘
Make sure the orientation of the BINAK Safety Spacer corresponds with
the BFSIIl 22’s safety position. During normal use, it’s possible for the 7,, l——————/
BINAK Selector bolts to come loose, resulting in the safety lever not w

functioning and/or indicating an incorrect position of the BFSIIl 22

safety. Always make sure the BINAK components are secured tightly
and that the safety levers are pointing in the same direction.

“ﬂ’l’/f//;/;

Clean the area above the safety on both the left and right of the Lower
Assembly to remove any oil or residue. Apply the Safety Indicator Stickers;
the left and right stickers are marked accordingly on the sticker backer. The
“‘BINARY” setting will be to the front on both sides and the point should center
over the BFSIII 22 safety lever. See image series below for sticker orientation.

Make sure the firearm is unloaded before proceeding! Perform a function test of
the MBS 22. Turn the BINAK equipped safety lever so the lever is pointed rearward
(safe). Flip the MBS 22’s front Safety Selector to fire. Pulling the MBS 22 trigger
should not cause the action to dry fire.

Move the BFSIII 22 safety lever to semiauto. Confirm the trigger fires only on pull. It
should not fire upon release, if reset. The Passive Trigger Safety should also
rotate fully forward after being released.

Move the BFSIII 22’s safety lever to BINARY. It should dry fire when pulling the
trigger and also when releasing, if the hammer is reset with the trigger depressed.

Reset the hammer. Move the MBS 22’s Safety Selector to safe and confirm the rifle
will not fire when the BFSIII 22 safety is set to either BINARY or SEMI.

In BINARY, dry fire and reset the hammer, but keep the trigger depressed while
resetting. Moving the BFSIII 22’s safety to either SEMI or SAFE should allow the
trigger to be released without it dry firing upon release, canceling the second shot.

If you encounter any issues or if anything behaves unexpectedly, stop using the
firearm immediately and contact HTA for assistance (info@hightowerarmory.com).




