
WARNING: While removing the Barreled Action from the MBS 95 Lower Assembly, it is 
possible for the trigger to be pulled by the MBS 95 Trigger Linkage, possibly resulting in 
serious injury or death, if loaded.  

 
1) WARNING: Before installing the MBS 95 on your Hi-Point Carbine™, verify your rifle is 

unloaded by removing the carbine's magazine, opening the bolt, and visually confirming 
that the chamber is empty.  

  
2) Remove the upper assembly 

and the barreled Hi-Point 
action, leaving only the lower 
assembly. 

 
3) Remove the 11 bolts in the 

lower with the 9/64” Allen 
wrench included with your MBS 
95. 

 
4) Remove the right side of the 

stock from the 
left.  

 
5) If the Bedding 

Blocks come out 
or the Pin Lock 
stampings, make 
sure these are 
reseated in the 
left housing. The 
Bedding Blocks 
have a stepped 
side and a flat 
side. Make sure 
the stepped 
surface is down 
on the left housing, 
against the Pin Lock.  

 
6) Make sure the Front 

Safety, Trigger, Trigger 
Actuating Rod, and 
Takedown 
Latch/Magazine Release 
assembly is in position 
as shown. 

 
7) Snap the Trigger Cam 

into place over the end 
of the Trigger Rod. The 
pegs on the cam will fit into the top hole on the series of pivot holes just below the end of the 
Trigger Actuating Rod.  

  



8) Put the Magazine Catch into the corresponding slot as shown. 
 
9) Install the buffer assembly in the manner that corresponds to the caliber of stock you have. For 

10mm, .45 ACP, and .40 S&W, the short side of the buffer must point forward. If you are using 
the 9mm or .380 ACP stock, the long side of the buffer must point forward. Improper 
assembly on this step 
can cause damage to 
the rifle or stock! The 
spring for the buffer 
should be installed with 
the wide end against the 
steel counterweight which 
will be behind the buffer. 

 
10)  Place the right stock 

housing over the left 
housing and all the 
internal components. 
Make sure everything aligns properly 
before screwing the stock together. 
You can leave out the magazine 
bushings, the knuckle guard, and the 
butt pad for the next step. 

 
11)  Install the 5 screws which do not 

involve the butt pad, magazine well 
bushings, or the knuckle guard. 

 
12) Insert the knuckle guard, magazine 

bushings, and butt pad and then 
screw in the screws which hold these 
in place. Note that the top screw at 
the butt pad will use a longer (1-1/2”) 
screw and the one at the top of the 
knuckle guard will use a shorter 
(1/2”) screw. 

 
13) Perform a functions check to ensure 

everything is working as intended. 
Do not use live ammunition to 
test.  

 

14) If you encounter any issues or are 
unable to complete this operation for 
any reason, please contact us at 
info@hightowerarmory.com for 
further assistance. 

10mm/.40/.45 

9mm/.380 


