
 

 

 

HIGH TOWER ARMORY  

MBS 95 ™ 

 

Bullpup Conversion for Hi-Point™ Carbine Rifles 

 

 

 
 
 
 

ASSEMBLY INSTRUCTIONS AND USER GUIDE 
 

READ AND UNDERSTAND ALL WARNINGS AND 
INSTRUCTIONS BEFORE INSTALLING OR USING THIS 

PRODUCT 
 
 
 
 

This manual should always accompany your MBS 95 stock or equipped rifle upon transfer 
of possession or ownership, or upon lending it to anyone.  
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If you do not understand anything in this manual or encounter any issues, contact High 
Tower Armory at 763-428-4488 or info@HighTowerArmory.com for assistance before 
installing or using this product. 

 

Firearms Safety Rules 
 

FAILURE TO FOLLOW THESE SAFETY INSTRUCTIONS MAY RESULT IN SERIOUS 
INJURY OR DEATH. 

 

1. Treat all guns as though they are loaded at all times. 
2. Point the muzzle in a safe direction at all times.  (A safe direction is one in which an 

accidental discharge would cause no human injury, and, at most, minimal property damage.) 
3. Keep your finger off the trigger and outside the trigger guard until you are aimed at a safe 

target and intend to fire. 
4. Be sure of your target and what’s around and behind it. 
5. Whenever you pick up a gun that, even for an instant, has been outside your direct control, 

begin by opening the gun’s action to determine whether or not it is loaded. 
6. Unattended guns should be made inaccessible to children and other unauthorized users.  

The best way to do this is to store the gun under lock and key, with ammunition locked up in 
a different location. 

7. Know the mechanical and operating features and characteristics of any firearm before you 
load or use it.  If in doubt, refer to the owner’s manual, or contact the manufacturer or your 
retail gun dealer for knowledgeable assistance. 

8. Never take anyone’s word that a gun is unloaded.  Check it yourself every time! 
9. Always use your gun’s safeties, but don’t rely on the safeties as a substitute for safe gun 

handling practices.  A gun’s safeties, like any other mechanical devices, can fail, or you may 
be mistaken about the position they are in. 

10. Keep your gun unloaded until you are ready to fire.  Unload your gun as soon as you have 
stopped firing. On the range, carry your gun unloaded, with the action open, the safeties 
engaged, and the muzzle pointed in a safe direction at all times. 

11. Never leave a loaded firearm unattended. 
12. Always wear adequate hearing protection and eye protection while shooting or observing. 
13. Never cross over or under a fence, jump across a stream or ditch, climb a tree, or cross any 

other obstacle or precarious terrain with a loaded gun.  Unload it first! 
14. Always be sure that the barrel and action are clear of obstructions before firing.  Mud, snow, 

water, grease, excess oil, or any other obstruction could cause the barrel or cartridge to 
burst, resulting in damage to the firearm, serious injury, or death. 

15. Never use alcohol or drugs before or while handling a gun.  Guns require your full, 
undivided, unimpaired attention at all times!  

16. Remember:  FIREARMS SAFETY DEPENDS ON YOU! 
 

 

WARNING: 
  

THE HTA MBS 95™ STOCK MUST NOT BE USED BY LEFT HANDED SHOOTERS 
WITHOUT FIRST INSTALLING THE INCLUDED SHELL DEFLECTOR BECAUSE 
SPENT CASINGS AND HOT GASES WILL BE EJECTED INTO THE SHOOTER’S FACE, 
POSSIBLY CAUSING SERIOUS INJURY.   
 

WARNING:  
  

THE MUZZLE OF THE RIFLE WILL BE VERY CLOSE TO THE FOREND OF THE 
STOCK. KEEP HANDS AND FINGERS AWAY FROM THE MUZZLE WHILE USING THE 
MBS 95. 
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WARNING: 
 

THE MBS 95 MAY FIRE IF DROPPED OR STRUCK WITH THE HI-POINT FACTORY 
SAFETY DISENGAGED. SEE FIGURE 1. 
 
THE HTA MBS 95 HAS TWO MANUAL SAFETIES; THE RIFLE’S SAFETY, NOW 
LOCATED ON THE LEFT SIDE OF THE STOCK ABOVE THE MAGWELL AND THE 
MBS 95 FRONT TRIGGER SAFETY. KEEP CHAMBER EMPTY UNTIL READY TO FIRE 
AND UNLOAD CHAMBER AS SOON AS YOU STOP FIRING. KEEP BOTH SAFETIES 
ENGAGED UNTIL READY TO FIRE AND REENGAGE BOTH SAFETIES AS SOON AS 
YOU STOP FIRING. SEE FIGURES 1 AND 2 BELOW. 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

 
Hi-Point Factory Safety in "Safe" 
Position on Left Side of MBS 95 

 
 
 

 
 
 
 
 
 
 
 

 
 
 
 

 MBS 95 Trigger Safety in "Safe" Position  
With “S” Aligned Centrally

 
SERIOUS INJURY OR DEATH MAY RESULT FROM: 

 

 USING THIS PRODUCT IN AN UNSAFE MANNER. 

 ALTERING THIS PRODUCT IN ANY WAY. 

 USING THIS PRODUCT LEFT HANDED WITHOUT THE SHELL DEFLECTOR INSTALLED.  

 FAILURE TO WEAR PROPER HEARING AND EYE PROTECTION WHILE USING THIS PRODUCT. EYE 
PROTECTION SHOULD MEET ANSI  Z87.1 (1993 STANDARDS) 

 FAILURE TO PROPERLY FOLLOW THESE INSTRUCTIONS AND WARNINGS. 

 FAILURE TO USE BOTH THE MBS 95 TRIGGER SAFETY AND THE HI-POINT FACTORY LEVER SAFETY. 

 FAILURE TO FOLLOW THE SAFETY RULES OUTLINED ON THE PREVIOUS PAGE. 
 

Assembly: 
   

1) WARNING: Before installing the MBS 95 on your Hi-Point Carbine™, verify your rifle is 
unloaded by removing the carbine's magazine, opening the bolt, and visually 
confirming that the chamber is empty. Always use safe firearm handling practices as 
described on page 2.  

 
2) NOTE: Make sure the rifle you intend to install in the MBS 95 is the same caliber as the 

caliber marking located above the MBS 95 trigger to help avoid the potentially 
dangerous use of the incorrect ammunition. Using the wrong stock caliber can also 
cause damage to the firearm. Never mix stock and rifle calibers! 

 
3) Remove the Hi-Point Carbine Barreled Action from the factory stock. Refer to Hi-Point for 

disassembly information. Also remove the front sight from the rifle’s barrel, if present. 

Figure 2 Figure 1 
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4) Install the MBS 95 Counter Weight from the left side of the Hi-Point Barreled Action using the 
Counter Weight Bolt and the included 1/8” hex key. The Bolt will pass through the Counter 
Weight and into the hole in the Hi-Point's bolt which was used to mount the factory charging 
handle. See Figure 3. 

  
NOTE: Make sure the bolt is tightened securely. A small amount of light holding thread 
lock is recommended to ensure the bolt does not back out while firing, which could 
cause serious injury and/or damage to the stock or rifle.  
 
WARNING: The Counter 
Weight and Counter 
Weight Bolt are necessary 
for the safe and reliable 
function of the carbine 
and stock. The Hi-Point 
Carbine is a blowback 
operated firearm and safe 
operation is ensured by 

maintaining the proper 
mass of the firearm's bolt. 
The Counter Weight and 
Counter Weight Bolt are 
intended to replace the 
mass of the Hi-Point’s 
charging handle which is 
no longer being utilized. 

  
5) Unlock the HTA MBS 95 

Upper Assembly from the 
Lower Assembly by pulling 
back on the Takedown Latch 
(1). With the Takedown 
Latch retracted, pull down 
on the Lower Picatinny Rail 
(2). See Figure 4. 

 
6) With the Lower Picatinny 

Rail rotated out of the way, 
slide the MBS 95 Upper 
Assembly forward off 
the Lower Assembly 
as shown in Figure 5. 

 
7) With the Hi-Point's 

safety in the upward 
"ON" position, 
gently lower the Hi-
Point Carbine 
Barreled Action in the MBS 95 Lower Assembly, starting at the rear and rotating it downward 
until the Barreled Action is fully seated and the safety has rotated into the corresponding slot 
on the left side of the MBS 95 Lower Assembly. See Figure 6. 

Figure 3 

Figure 4 

Figure 5 

Figure 6 



 5 

WARNING: While seating the Barreled Action into the MBS 95 Lower Assembly, it is 
possible for the trigger to be pulled by the MBS 95 Trigger Linkage, possibly resulting 
in serious injury or death, if loaded. Confirm the Barreled Action is unloaded before 
installation and always keep the muzzle pointed in a safe direction while installing or 
disassembling your rifle in the MBS 95.  

 
8) If using a “TS” model Hi-Point 

Carbine with spring loaded 
takedown pins, remove the springs 
from the Hi-Point takedown pins by 
carefully pulling them off the pin 
shaft. Replace these springs with the 
springs included in the MBS 95 parts 
kit by slipping them onto the pin, 
narrow end first, so the springs are 
retained at the head of the pin. See Figure 7. It is recommended that spare factory parts 
including the pin springs are not discarded so the carbine can be returned to its original 
configuration, if necessary. 

 
9) With the Hi-Point 

Barreled Action fully 
seated in the MBS 95 
Lower Assembly, 
insert the factory 
takedown pins from 
the right side of the 
Lower Assembly and 
slide the MBS 95 Pin 
Locks into the 
“Locked” position. See Figure 8. If using the older hex-head style takedown pins, the Pin 
Locks must remain in the “Unlocked” position. Insert the pin until the head seats into the 
hexagonal pocket in the right side of the stock. Then tighten the corresponding nut for the pin 
from the left using a wrench or the Hi-Point tool if you alternate tool orientation. Do not over 
tighten. Light tension is enough. 

 
10) Determine which side of the MBS 95 Upper Assembly is best suited for the Charging Handle 

(usually the side opposite of the primary shooting hand). Insert the grip portion of the 
Charging Handle through the charging handle slot on the Upper Assembly from the inside 
as shown in Figure 9. Figure 9 shows the ideal setup for right handed shooters. 

 

Figure 9 

Figure 7 

Figure 8 
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11) Once the grip of the Charging 
Handle is through the slot, 
compress the end of the 
Charging Handle Spring so 
that it tucks into the 
corresponding spring 
channel. The result of this 
step should be that the 
Charging Handle is held 
under a small amount of 
tension by the spring in the 
upper assembly as shown in 
Figure 10. 

 
12) With the Lower Picatinny Rail 

still rotated downward, gently 
slide the Upper Assembly 
down the barrel of the Hi-
Point Action, making sure the 
Upper and Lower Assemblies 
are properly aligned as shown in Figure 11. Make sure the charging handle stays in position. 
Always keep hands clear of the muzzle when installing or firing the MBS 95.  

13) Retract the Takedown Latch and rotate the Lower Picatinny Rail upward until it locks the 
Upper and Lower Assemblies together. Release the Takedown Latch once the Lower 
Picatinny Rail is fully seated. See Figure 12. Make sure the Latch is fully forward. Never 
fire the MBS 95 without the Upper Assembly installed and securely latched. 

 
14) NOTE: If you intend to fire the MBS 95 from 

the left shoulder, you MUST install the Shell 
Deflector. Failure to do so could result in 
serious injury. Remove the bolt located above 
the ejection window with a 9/64” hex key. 
Place the Shell Deflector so it locates in the 
screw hole above the ejection window and 
secure with the included Shell Deflector Bolt. 
See Figure 13. 

 
 WARNING: Never fire the HTA MBS 95 from 

the left shoulder without the Shell Deflector 
installed. Always wear proper hearing and 
eye protection when firing the MBS 95, even with the Shell Deflector installed. 

Figure 11 

Figure 10 

Figure 13 

Figure 12 
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15) The Knuckle Guard is removable and replaceable with the included Grip Plugs. To remove 
the Knuckle Guard and conceal the corresponding voids with the plugs, unscrew the bolts 
shown with a 9/64" hex key. See Figure 14. 

 
16) Verify that the rifle AND 

magazine are both unloaded. 
Perform a function check of the 
following MBS 95 controls: 

 

 Ensure the magazine release 
functions properly (release is 
located at the front of the trigger 
guard and is actuated by pushing 
forward). The Takedown Latch 
must be all the way forward to 
allow the magazine release to work. Push up firmly on the Lower Picatinny Rail to allow 
the latch to fully close if it is not all the way forward. 

 

 Make sure the charging handle functions and locks the bolt open when pulled to the rear and 
rotated up into the hold open slot.  

 

 Become proficient at using both of the safeties on the rifle in this configuration. The 
front Trigger Safety on the MBS 95 only blocks the trigger from being pulled and does 
not secure the rifle’s firing mechanism. Make sure to use the original safety lever at all 
times! See Figure 1. 

 

 Test for trigger reset. Do not use live ammunition to test. Do not attempt to use the stock 
unless all functions of the rifle and stock appear to be working properly. Stop using this 
product immediately and contact High Tower Armory if any issues arise.  

 
 

Disassembly: 
  

WARNING: While removing the Barreled Action from the MBS 95 Lower Assembly, it is 
possible for the trigger to be pulled by the MBS 95 Trigger Linkage, possibly resulting 
in serious injury or death, if loaded.  
 

1) Remove the magazine and confirm the Barreled Action is unloaded before 
disassembly and always keep the muzzle pointed in a safe direction!  

 
2) Remove the HTA MBS 95 Upper Assembly from the Lower Assembly by pulling back on the 

Takedown Latch. With the Takedown Latch retracted, pull down on the Lower Picatinny Rail.  
 
3) With the Lower Picatinny Rail rotated out of the way, slide the MBS 95 Upper Assembly 

forward off the Lower Assembly. Keep hands clear of the muzzle. 
 
4) Remove the rifle’s takedown pins by pushing in on the head of the pin and then opening the 

pin locks. 
 
5) Carefully lift the barreled action out of the MBS 95 stock. The Barreled Action cannot be 

removed when the bolt is locked to the rear. Close the bolt and make sure chamber is 
clear before attempting to remove the Barreled Action from the MBS 95.  

Figure 14 
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HTA Limited Lifetime Warranty: 
 
High Tower Armory, LLC offers a limited lifetime warranty for this product against all material 
and workmanship defects. HTA will repair or replace this product for as long as you own it, 
provided: 

 
- The issue was not caused by abuse or misuse. 
- The product has not been altered in any way. 
 

If you discover a defect, IMMEDIATELY unload and stop using your HTA MBS 95. Then please 
contact us for service information or visit our website, www.HighTowerArmory.com, for complete 
details regarding how to submit a warranty claim. 
 
 
 
 
 
 

Thank you for your purchase! 
 
 
 
 
 
 
 
 

This unit was inspected by _________________ 
 
 

High Tower Armory, LLC 
P.O. Box 3 Rogers, MN 55374 
www.HighTowerArmory.com 

763-428-4488 
 

 

 

 

 

 Hi-Point™ and Hi-Point Carbine™ are trademarks of Hi-Point Firearms 

M-Lok® and the M-Lok logo are registered trademarks of Magpul Industries Corp. 
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